
EAGLE™ Pad
Remote control for CMMs

Product description

System integration

The EAGLE™ Pad provides multi-functional and comprehensive CMM operation united in an excellent symbiosis of ergonomics and 
functionality. It is your reliable partner for every day use and offers the safety you expect: certification to EN60204 - 1 and emergency stop 
function according to EN ISO 13849 Category 2 is standard.

The EAGLE™ Pad operating unit is intended for the use with the EAGLE™ and CONDOR™ controller range.
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Technical parameter

  Safety 

   Dimensions (LxHxW)

   Weight

   Speed regulation

   Protection class

   Cable length

Product configuration

   EAGLE™ Pad

  

Plc according to DIN EN 13849

209 x 102 x 137 mm

640 g (incl. battery)

Override potentiometer

IP52

7 m

34530

Technical Specifications

HQ / International
Pantec Engineering AG · Business Unit Metrology
Industriering 21 · 9491 Ruggell · Liechtenstein
Phone +423 377 13 33 · Fax +423 377 13 34
info@pantec.com · pantec-metrology.com

Illustrations, descriptions and technical data are not binding and may be changed. 
Copyright Pantec Engineering AG, Ruggell, Liechtenstein, 2018 – All rights reserved.

Potentiometer for setting 
speed in CNC operation

Activation of individual 
axes (x,y,z,c) in joystick 
operation for precise 
positioning

Twelve programmable
function keys available

Joystick for x and y 
(release of joystick) and 
for z-movements (rotary 
potentiometer on head)

Emergency button

Indicator showing current mode 
of operation (CNC or joystick)

Rotation of coordinate
system according to position 
of operator to machine (no 
“reverse” thinking required)

Servo power on

Shift Key for F7 - F12


